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Gerate und Schutzsysteme zur bestimmungsgemafRen Verwendung
in explosionsgefdhrdeten Bereichen - Richtlinie 94/9/EG

Nr. der EG-Baumusterpriifbescheinigung: BVS 12 ATEX E 149 U

Komponente: Druckfeste Anschlusskasten Typ 2/3d und 4d
Hersteller: Dipl.-Ing. Wilhelm Winkelmann GmbH & Co.KG
Anschrift: Im Neuen Felde 88-90, 29525 Uelzen
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DEKRA EXAM GmbH
Bochum, den 10. Dezember 2012
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Anlage zur

EG-Baumusterpriifbescheinigung
BVS 12 ATEXE 149 U

15.1 Gegenstand und Typ

Druckfester Anschlusskasten Typ 2/3d und 4d

15.2 Beschreibung

i
Die Anschlusskasten Typ 2/3d und 4d sind in der Zundschutzart ,d" - Druckfeste Kapselung
ausgeflhrt und sind zum Anbau an drehende elektrische Maschinen in der Ziindschutzart

verschraubten Stahlgeh&duse.

15.3 Kenngréf3en

Grenzen der Betriebstemperatur

Priifprotokoll
BVS PP 12.2190 EG, Stand 10.12.2012

Verwendungshinweise

Die Abmessungen der zUnddurch’s/éh/léé’éf;ifi/gfé‘
von den in EN 60079-1:2007 geforderten Mini

den Abmessungen sind beim Hér§t/éj|§r/‘";t;i§/rf/ra? 7
len der dric

Die Befestigungsschrauben von Tei
eine Schraubenqualitat von 8.8
Betriebsanleitung stehen. - i
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DEKRA EXAM GmbH
Bochum, dated 10. December 2012

Translation

EC-Type Examination Certificate

Equipment and protective systems intended for use
in potentially explosive atmospheres - Directive 94/9/EC

No. of EC-Type Examination Certificate: BVS 12 ATEXE 149 U

Component: Flameproof terminal box type 2/3d and 4d

Manufacturer: Dipl.-Ing. Wilhelm Winkelmann GmbH & Co.KG
Address: Im Neuen Felde 88-90, 29525 Uelzen, Germany
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The marking of the equipment shall include the fOIIowmg” (452 A

€ 12GExdIC Gb

Signed: Hans Christian Simanski Signed: Dr. Franz Eickhoff

Certification body Special services unit
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(13) Appendix to

(14) EC-Type Examination Certificate
BVS 12 ATEXE 145 U

(15) 15.1 Subject and type
Flameproof Terminal box type 2/3d and 4d

15.2 Description

The terminal box type 2/3d and 4d are designed in type of protection “d" — flameproof encl
and are used for mounting at rotating electrical machines in type of protection “d" - flamept
enclosure. The terminal boxes consist of a screwed steel enclosure. ' i

15.3 Parameters

Limits of the service temperature -60°C ... +100 °C .

(18) Test and assessment report

BVS PP 12.2190 EG as of 2012-12-10

(17) Installation instructions

The dimensions of the flameproof jomtsaremgart/s
maxirum values of EN 60079-1:2007. For iﬁfg’,ljﬁa/f
joints contact the manufacturer. 7

Fasteners with a screw quality of at_j’lg{g{;@;@'/pf
flameproof enclosure. A“rg'ala;’e’é:ifnqtefpas-;/oipggg

7
bt
. //: /

electrical machine. /"~ FASA L
//////

VISP IIN '/////4

WY
We confirm the correctness of the transiation fromm the/C f/}q‘? 7 # |
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Certification body
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1. Nachtrag zur
EG-Baumusterpriifbescheinigung

Geréte und Schutzsysteme zur bestimmungsgemafien Verwendung
in explosionsgefahrdeten Bereichen - Richtlinie 94/9/EG
Erganzung geman Anhang Il Ziffer 6

Nr. der EG-Baumusterprifbescheinigung: BVS 12 ATEXE 149 U

Komponente: Druckfester Anschlusskasten Typ 2/3d und 4d
Hersteller: Winkelmann Elektromotoren GmbH & Co. KG
Anschrift; Im Neuen Felde 88-90, 29525 Uelzen it T

Die Bauart dieser Komponenten sowie die verschiedenen zuldssigen Ausfuhrungen éln
Anlage zu diesem Nachtrag festgelegt. / -1 /]

Die Zertifizierungsstelle der DEKRA EXAM GmbH, benannte Stelle Nr. 0158 gemafs
Richtlinie 94/9/EG des Europaischen Parlaments und des Rates vom 23. M&rz 1994/ be ?/1
dass die Komponente die grundlegenden Sicherheits- und Gesundheltsanforderupge; il
Konzeption und den Bau von Geraten und Schutzsystemen 2ur bestlmmu

Die grundlegenden Sicherheits-

Ubereinstimmung mit

und Gesundheltsanforderungen werder

EN 60079-0:2012  Allgemeine Anforderungen’
EN 60079-1:2007 Druckfeste Kapselung ;,d*

Das Zeichen "U* hinter der Zertifikatsnummer gibtan, das 'die nicht'm
Gerat oder Schutzsystem vorgesehenen Zertifikat Verwechselt y@er‘;feﬁ daﬁ tf)leée /Z
nur als Basis fur die Bescheinigung eines Gerates verweridet wer‘dén // ,

Dieser Nachtrag zur EG-Baumusterprifbescheinigung bezueht s:oh Aur auf dle Konz?ftlon und d|e

/

Baumusterpriffung der beschriebenen Komponenten /in Ubereinstimmung mits
94/9/EG. ,
Fur Herstellung und Inverkehrbringen der Komponenten sind weitere Anforderungen’der thhtllme
zu erfillen, die nicht durch diese Bescheinigung abgedeckt sind.

r Rlchtllnre

Die Kennzeichnung der Komponente muss die folgenden Angaben enthalten:

Ex) 112G Ex d IANIBAIC Gb

DEKRA EXAM GmbH
Bochum, den 14.03.2014
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Zertifizierungsstelle " Fachbereich
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Anlage zum

1. Nachtrag zur EG-Baumusterpriifbescheinigung
BVS 12 ATEXE 149 U

15.1 Gegenstand und Typ
Druckfester Anschlusskasten Typ 2/3d und 4d

15.2 Beschreibung

Die Anschlusskasten Typ 2/3d und 4d sind in der Zundschutzart ,d" - Druckfeste Kapselung
ausgefiihrt und sind zum Anbau an drehende elektrische Maschinen in der Zundschutzart ,d* -
Druckfeste Kapselung bestimmt. Die Anschlusskastengehduse bestehen jeweils aus einem
verschraubten Stahlgehduse.

Der Grund des Nachtrages ist die Anderung des Herstellernamen von Dipl.-Ing. Wilhelm |
kaermann GmbH & Co.KG in kaelmann Elektromotoren GmbH & Co. KG sowie dle

15.3 KenngréfRen
Grenzen der Betriebstemperatur 60 °C ... +100 °C

Prifprotokoll
BVS PP 12.2190 EG, Stand 14.03.2014

Verwendungshinweise

den Abmessungen smd beim Hersteller zu erfragen i
Die Befestigungsschrauben von Teilen der druakfesten Ka/rfse’iu
eine Schraubenquahtat von 8.8 oder A2- 70/80 ver‘fﬁgeh

, 6 I, da
Lackierung des Gehauses die maxnmale D[cke von O 2 mm gem B Tabelle Ep‘, . /1]
0: 2012) nicht tberschreiten. // ,r'//,, /, i

0:2012) nicht Gberschreiten.
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Translation

» 1% Supplement to the
EC-Type Examination Certificate

(2)  Equipment and protective systems intended for use
in potentially explosive atmospheres - Directive 94/9/EC
Supplement accordant with Annex Il number 6

(3) No. of EC-Type Examination Certificate: BVS 12 ATEXE 149 U
(4) Component: Flameproof terminal box type 2/3d and 4d

(56)  Manufacturer; Winkelmann Elektromotoren GmbH & Co. KG

(6)  Address: Im Neuen Felde 88-90, 29525 Uelzen, Germany

(7)  The design and construction of this component and any acceptable vanatlon there 0/2 '
the appendix to this supplement. iy, I

/ 7, I
(8)  The certification body of DEKRA EXAM GmbH, notified body no, 0158 in aGCOFdanc:g”\,’yj ,H’A"?I
the Directive 94/9/EC of the European Parluament and the Counml Gf'Qaf‘March 1994, f

afety’ Rqur ’1
the design and construction of equipment’ and protectwe systems ntén é rq /l
explosive atmospheres, given in Annex Il to the I,'.ﬁlrectjve ‘exe m;:ition §:1  /
recorded in the Test and Assessment Report BVS F‘P 12 2‘19' /

U=
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EN 60079-0:2012 General requirements ‘4
EN 60079-1:2007 Flameproof enclosure “d”

(10) The sign "U" placed after the certificate number mdlcates’th
a certificate for equipment. This certificate’ may only be
equipment.

i‘;,' Y
1111]

/ , ,’ ' f F /

(11) This supplement to the EC-Type Examination Certificate relates oniy to the deélgn,f égaminé’nén and
tests of the specified component in accordance to Directive 94/9/EC. /11110 r f, 111111/
Further requirements of the Directive apply to the manufacturing process 1an.d,'
component. These are not covered by this certificate. j

(12) The marking of the component shall include the following:

@ Il 2G Ex d IA/IIB/IC Gb

DEKRA EXAM GmbH
Bochum, dated 2014-03-14

Signed: Simanski Signed. Dr. Wittler

Certification body Special services unit
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(13) Appendix to

(14) 1’“Supplement to the EC-Type Examination Certificate
BVS 12 ATEXE 149 U

(15) 15.1 Subject and type
Flameproof terminal box type 2/3d and 4d

15.2 Description

The terminal box type 2/3d and 4d are received in type of protection “d" - flameproof enclosure and
are used for mounting at rotating electrical machines in type of protection "d” - flameproof enclosure
The terminal box enclosure consists of a screwed steel enclosure.

The reason of the supplement is the change of the manufacturer name from Dipl.-Ing. Wilhelm
Winkelmann GmbH & Co.KG into Winkelmann Elektromotoren GmbH & Co. KG also the addmon'of
installation instruction and marking in relation to the enclosure painting.

15.3 Parameters

Limits of the service temperature -60 °C ... +100 °C

(16) Test and Assessment Report

BVS PP 12.2190 EG as of 2014-03-14

(17) |Installation instructions

joints contact the manufacturer

Fasteners with a screw quality of at least 8.8 or A2 70/80}13\/%
flameproof enclosure. A related note has to be glver_) _lr_i fhé mg é
electrical machine. f

r "
£l ,
f / "

If the terminal box type 2/3d and 4d 'is used for the gas rou 9,§hé
must not be thicker than 0.2 mm according table 8 (EN 60079 02012
/of

If the terminal box type 2/3d and 4d is used for the gas’ group HAIIIB the painting ; ; c; /, /
enclosure must not be thicker than 2 mm according table 8 (EN 60079 0; 2012) '/ .’}‘/’ ’f'f /]
. _ //;

4
’ .’
/

We confirm the correctness of the translation from the German original.
In the case of arbitration only the German wording shall be valid and binding.

DEKRA EXAM GmbH
44809 Bochum, 2014-03-14
BVS-Yi/Ma  A20140065
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Certification body Special services unit
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