o EG-Baumusterpriifbescheinigung

(2)  Gerate und Schutzsysteme zur bestimmungsgemafien Verwendung
in explosionsgefahrdeten Bereichen - Richtlinie 94/9/EG

(3)  Nr. der EG-Baumusterprifbescheinigung: BVS 14 ATEX E 003 U

(4) Komponente: Anschlusskésten Typ *** GGe
(6) Hersteller: Winkelmann Elektromotoren GmbH & Co. KG
(6) Anschrift: Im Neuen Felde 88-90, 29525 Uelzen

(7)  Die Bauart dieser Komponente sowie die verschiedenen zuldssigen Ausfihrungen sind in der An!age
zu dieser Baumusterprifbescheinigung festgelegt.

(8) Die Zertifizierungsstelle der DEKRA EXAM GmbH, benannte Stelle Nr. 0158 gemal Artlkel 9 der
Richtlinie 94/9/EG des Europaischen Parlaments und des Rates vom 23. Marz 1994/, beschelmgt |
dass die Komponente die grundlegenden Sicherheits- und Gesundheatsanforderuhgerévfur ;die
Konzeption und den Bau von Geraten und Schutzsystemen zur bestimmungsgemalien V éndung‘
in explosionsgefahrdeten Bereichen gemaR Anhang Il der Richtlinie erfilllt. Die Ergé nlssé der
Prufung sind in dem Prifprotokoll BVS PP 14.2009 EG medergeiegt / /1) ’;’J,”! ‘//J /| [H ’.,

i1

(9) Die grundlegenden Sicherheits- und Gesundhe[tsanford_erungen_ .-Wér.den .-,”f'ef’ff (IF,’- défch
Ubereinstimmung mit ‘ ey, I/ |

EN 60079-0:2012 Allgemeine Anforderungen
EN 60079-7:2007 Erhohte Sicherheit ,,e*

em/ i
/rfllza?{élia% lfur;

erfullen, die nicht durch diese Bescheinigung abgedeckt smd

(12) Die Kennzeichnung der Komponente muss die folgenden Angabeh enthalteh:

€x) 112G Ex e IIANIB/IC Gb

DEKRA EXAM GmbH
Bochum, den 07.01.2014

b,

Zertifizierungsstelle Fachbereich
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(13)

(14)

(17)

Anlage zur

EG-Baumusterpriifbescheinigung
BVS 14 ATEXE 003 U

15.1 Gegenstand und Typ

Anschlusskasten Typ **"GGYe?

" Baugréfe 132 ~ 180
200 — 250
315

% Grauguss EN-GJL-200

% Erhohte Sicherheit

15.2 Beschreibung i
i

Der Anschlusskasten Typ *** GGe ist in der Ziindschutzart ,e* - Erhohte Sicherheit ausgr?

| ;

rtnl “'\}I"
Der Anschlusskasten ist fur den Anbau an einem Motor / Generator in der ZUndschutza (ét? -;‘f /| an,,';;-“
Druckfeste Kapselung vorgesehen. i .;;m‘fﬁ /] ‘*-‘Unfh

4 1HITT :“-‘:F‘l'[
Der Anschlusskasten besteht aus einem Deckel, Gehausemittelstiick und emem 11 ‘;f,’,ff':p":,/,//; / /1’{,‘/;}
Gehéauseunterteil aus Grauguss. Der Anschlusskasten kann in ZWeI Ausfuhrungen 'efert{é;tf/ // ;/’J; |
werden. / /fjlf‘f;‘f f;’ //, /] /
Ausfuhrung 1: Flachdlchtung zwischen Deckel und Gehéusemnte[s,tu,qk owie zw Qﬁ'r{/” f ////
Gehadusemittelstlick und Gehauseunterteil. 59 //Hff/” ”/_: /
Ausfuihrung 2: Flachdichtung zwischen Deckel und. GehalJSemltteIstgp}(,- bi ‘ /'/ ’/f,fif/ /",-f,’/ /-"!f f«"f |
Rundschnurdichtung zwischen Gehausemittelstick und Gehéuseunterﬁezf / //, /] f 11
, 4 1111111/ ] // //u/, /f
oy ,"f,'ﬂff,/"." // / / / ".] / ""_
15.3 Kenngrofsen 111111111111/} /1]
/)

Bemessungsspannung
Bemessungsquerschnitt T L,
Grenzen der Betriebstemperatur -20 90/, +80 °C
IP Schutzart P66

Prufprotokoll

BVS PP 14.2009 EG, Stand 07.01.2014

Verwendungshinweise

Bei Verwendung des Anschlusskasten Typ *** GGe in der Gasgruppe IIC, darf die Lackierung
des Gehauses die maximale Dicke von 0,2 mm gemaR Tabelle 8 (EN 60079-0:2012) nicht
Uberschreiten.

Bei Verwendung des Anschlusskasten Typ *** GGe in der Gasgruppe IIA/IIB, darf die
Lackierung des Gehauses die maximale Dicke von 2 mm gemaf Tabelle 8 (EN 60079-0:2012)

nicht Uberschreiten.
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Translation

EC-Type Examination Certificate

Equipment and protective systems intended for use
in potentially explosive atmospheres - Directive 94/9/EC

No. of EC-Type Examination Certificate: ~ BVS 14 ATEX E 003 U

Component: Terminal box type *** GGe
Manufacturer: Winkelmann Elektromotoren GmbH & Co. KG
Address: Im Neuen Felde 88-90, 29525 Uelzen, Germany

The design and construction of this component and any acceptable variation thereto are/ specrfled lnf |
the appendix to this type examination certificate. . il

The certification body of DEKRA EXAM GmbH, notified body no. 0168 in accordance wﬂhfﬁ‘\m Ieigf:o'f
the Directive 94/9/EC of the European Parliament and the Council of 23 March 1994, certlﬁesft tfhls
component has been found to comply with the Essential Health and Safety Requwerﬁent relétlng to

the design and construction of equipment and protective systems mtended for u$efir)/ po fntlglly
/

“’:

explosive atmospheres, given in Annex Il to the Directive. I

The examination and test results are recorded in the Test and Assessment Report '*',t',‘fr ,’ff.’f .f 1] / } /
BVS PP 14.2009 EG, 7 ' I '// / '/!/ it
€T; f”ffﬁff;' fh

The Essential Health and Safety Requirements are assured by compliance %/ ’f;’f;;fif'/ff!/ //- // ‘
]

EN 60079-0:2012 General requirements //’ ff{,"‘ / ,fff!fjf; I ,j

EN 60079-7:2007 Increased safety “e” / ,f/ /] /f ,.fff /|

’’’’’’’’’’ H,,.//,l/ff/-ﬁj.
The sign "U" placed after the certificate number mdlcates that the cert}f/cate n /f/{;zo/t fé'rﬁ's a{<en for
a certificate for equipment or a protective system. This, certifrca;é may, 'used/as/ thé‘ BaSts for

‘sf t[

/ ff

/ Vol g /|

‘//ffff’fff’fif’
Lo ppibof o i
t,][ !/ ISR,
/ Jofofof {

the certification of equipment or a protective system:

Farif L f
/

This EC-Type Examination Certificate relates only to, the _,desig’n,. X:
specified component in accordance to Directive 94/9/EC. '

component. These are not covered by this certificate.

The marking of the component shall include the following:

€x 112G Ex e IANIBIIC Gb

DEKRA EXAM GmbH
Bochum, dated 2014-01-07

Signed: Simanski Signed: Dr. Wittler

Certification body Special services unit
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(13) Appendix to

(14) EC-Type Examination Certificate
BVS 14 ATEXE 003 U

(15) 15.1 Subject and type

Terminal box type ***" GG%e”

" Size 132 - 180
200 — 250
315

% Iron casting EN-GJL-200
¥ Increased safety

15.2 Description

The terminal box type *** GGe is designed in type of protection ,e" - Increased s
terminal box is used for mounting cn motors / generators in type of protection ‘c lam
enclosure. The terminal box consists of a cover, middle part and a bottom part which

iron casting. o i

Version 1: Flat gasket between cover and enclosure mldd‘lé pa/rt
middle part and bottom part. 7

7/

. also betw

Version 2: Flat gasket between cover and enclgs{gré;
enclosure middle part and bottom part. ;

15.3 Parameters i i
: / / 7 //’/' // ///7;/7 / A /:’/// Fof
5 ;ﬁzgfeép;{é;/;// //////f /
A /, ?;Af/

Rated voltage

Rated cross section
Limits of service temperature
IP Protection degree

(16) Test and Assessment Report
BVS PP 14.2009 EG as of 2014-01-07

(17) Installation instructions

If the terminal box *** GGe is used for the gas group (1, the painiting of the en
be thicker than 0.2 mm according table 8 (EN 60079-0:2012)./ /' /////// '/}

If the terminal box *** GGe is used for the gas group 1A/IIB, the painting of theénc[osu e must
not be thicker than 2 mm according table 8 (EN 60079-0:2012). At

We confirm the correctness of the translation from the German original.
In the case of arbitration only the German wording shall be valid and binding.

DEKRA EXAM GmbH
44809 Bochum, 2014-01-07
BVS-Yil/Mu A 20120247

S 4

Certification body Special services unit
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