(2)  Gerate und Schutzsysteme zur bestimmungsgemaéfien Verwendung
in explosionsgefahrdeten Bereichen - Richtlinie 94/9/EG

(3)  Nr. der EG-Baumusterprufbescheinigung:  BVS 15 ATEX E 066 X

(4) Gerat Gleichstrommotor Typ d-G*Z 9**
(5) Hersteller: Winkelmann Elektromotoren GmbH & Co. KG
(6)  Anschrift. Im Neuen Felde 88-90, 29525 Uelzen

(7) Die Bauart dieses Gerates sowie die verschiedenen zuldssigen Ausfuhrungde
dieser Baumusterprufbescheinigung festgelegt.

(8) Die Zertifizierungsstelle der DEKRA EXAM GmbH, benannte Stel
Richtlinie 94/9/EG des Europaischen Parlaments und des Rates
dass das Gerat die grundlegenden Sicherheits- und Ge;/_s}/g,/g/d”
und den Bau von Gerdten und Schutzsystemep@@:}’
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(11) Diese EG-Baumusterprufbescheinigung,
Baumusterprafung de's bes.c,h__‘ripﬁ"t)’;e’(rl‘;ep’/@é? és)i
Fur Herstellung und Inverkehrbringen’ des; ¢ /I/
2y . . 'y 1/ / P ay
erfilllen, die nicht durch diese Beschlmgyng fj}/ )/efd/e
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(12) Die Kennzeichnung des Gerates muss c_l_i‘fe'.fgrggeh/depﬁ

/ /“/ )
Il 2G Ex de WANIBIIC T3-T6 Gb///////////////

DEKRA EXAM GmbH
Bochum, den 06.07.2015

Zertifizierungsstelle Fachbereich
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Anlage zur

EG-Baumusterpriifbescheinigung
BVS 15 ATEX E 066 X

15.1 Gegenstand und Typ

Gleichstrommotor Typ d-G*"z 9*?+%
1 N = Nebenschluss
Reg = Reihenschluss
F = Flansch
E = axiale Eigenoberflachenkihlung
2 Einbaulange des Blechpaketes

¥ Drehzahlkennziffer = Polzahl z.B. 2 = 2 polig = 3000 min™

15.2 Beschreibung

Der Gleichstrommotor Typ d-GN*Z 9** ist in der Zunds,gp/g"’f t
ausgefuhrt. Das Motorgehduse besteht aus einem S,téﬁjfo 7
Lagerschilden verschlossen. 7

Der Motor ist mit einem gesondert besr;bé;ﬁi/gtgﬁ//
Sicherheit ,e" (BVS 13 ATEX E 105 X oder BVS

Druckfeste Kapselung ,d“ (BVS. 12Aj‘/é);/ /{/?u

g
T i
15.3 KenngréRen A 7/ '/%/

7
Y,
Stromkreise der drehenden elektrisc
Bemessungsspannung’ ////,
Bemessungsleistung //////
Bemessungsdrehzahl'/ //
Betriebsart

Uberwachungsstromkreisé. ////

0

(S1 fremdgekiihlt, S2 und 8_3)_ : / 4
Temperatursensoren (Kaltleiter) /] ng 1af Festleg im/Ze
Witlysiiispidiovrpeade il
Bi-Metallschalter // Gemar/ Ze()lfﬁZé 1

Elektrische Kenngrdrsehf‘-‘,fi' ;

i1 FestiegUn
zugehorigen Ausloseeinheit und der
elektrischen Auslegung'////// // 1l
Unax = 250/ VVAC oder’ 24/48 VDC; |
g/ 26K/ 111111/ Il

Umgebungstemperaturbereich, Temperaturklasse, Gasgruppe und Oberflachentemperatur |

Die elektrischen Kenngrofien, die Temperaturklasse, die Oberflachentemperatur und der
Umgebungstemperaturbereich der entsprechenden Version werden im Rahmen der
Stuckprufung beim Hersteller festgelegt. Die Kennzeichnung der Gasgruppe IIA, 11B oder IIC ist
abhangig von der Art der Gehaduselackierung.

Der Umgebungstemperaturbereich betragt -20 °C bis +40 °C. Dieser Bereich kann durch
besondere elektrische und thermische Auslegung bei Verwendung geeigneter Anschlusskasten,
Materialien und Komponenten auf bis zu -60 °C bis +80 °C erweitert werden.
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(16) Prufprotokoll

BVS PP 15.2118 EG, Stand 06.07.2015

(17) Besondere Bedingungen fiir die sichere Anwendung ,,ﬁ.,,;,,,,'
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17.1 Die Abmessungen der zinddurchschlagsicheren Spalte dieses Betriebsmittels
teils von den in EN 60079-1:2007 geforderten Minimal- bzw. Maximalwerten ab.
Informationen zu den Abmessungen sind beim Hersteller zu erfragen. b

17.2 Die Befestigungsschrauben von Teilen der druckfesten Kapselung missen mt
iber einen Schraubenfestigkeitswert von A2-70 verflgen. Ein Hinweis muss
Betriebsanleitung stehen. ;

17.3 Wenn der Gleichstrommotor mit einem Fremdliifter gekahit wird, muss d

17.4 Bei Verwendung des Gleichstrommotors Typ-d-GN*Z 9** in der

(EN 60079-0:2012),.nicht Uberschreiten.

17.5 Bei Verwendung des Gleichstrommotors Typ d-GN/*/,Z/~ L
die Lackierung des Gehauses die maximale D/lcl;éﬁ 7
//

(EN 60079-0:2012), nicht uberschreite/r‘w./';///{’//////
7 e
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Translation NN ;
EC-Type Examination Certificate

Equipment and protective systems intended for use
in potentially explosive atmospheres - Directive 94/9/EC

No. of EC-Type Examination Certificate: =~ BVS 15 ATEX E 066 X
Equipment: Direct current motor type d-G*Z 9**

Manufacturer: Winkelmann Elektromotoren GmbH & Co. KG
Address: Im Neuen Felde 88-90, 29525 Uelzen, Germany

The design and construction of this equipment and any acceptable var
the appendix to this type examination certificate.

The certification body of DEKRA EXAM GmbH, notified body.ni
the Directive 94/9/EC of the European Parliament and the Cou
equipment has been found to comply with the Esgggtj;/ié"gﬁ/
the design and construction of equipment aggze“gfgt“cf’
explosive atmospheres, given in Annex __il,-.,tp’;;:tﬁé/;; € i

recorded in the Test and Assessment Repo :E/\//?
o
The Essential Health and Safety;Ré;ggi,/ée
WAL 7 /,/
EN 60079-0:2012 + A11:2013 e/rjg{aﬁ, equ

EN 60079-1:2007 s ? ro o
EN 60079-7:2007 '7"’I,’r{é;2§;g/éo/o ;/féc
/ At g A
w

d
If the sign "X" is placed after the égfﬁ}({{/}‘
conditions for safe use 'Speéifiéq'-fn:,th/’ej;af/ae?i
el d f 2 // ’/,/

This EC-Type Examination’ Cer m@;éj% J /4/
specified equipment in accordance to Difectiy j)ﬁf
Further requirements of/ the /Directive’/a pl /t
equipment. These are not covered by this’}'i}%,rt,i\‘;lf;Z té

/ i T //' biis

iowing!///////
L "',/,"f” / ‘

i

The marking of the equipment shall mcluglethe’fg
112G Exd NANBIIC T3-T6 Gb ///////r /1))
Il 2G Ex de IANBIIC T3-T6 Gb /' //////////////

DEKRA EXAM GmbH
Bochum, dated 2015-07-06

Signed: Simanski Signed: Dr. Wittler

Certification body Special services unit
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(13) Appendix to

(14) EC-Type Examination Certificate -
BVS 15 ATEX E 066 X \ i
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(15) 15.1 Subject and type

Direct current motor type d-G*"z 9*9*%
" N = shunt-wound

Reg = series

F = flange

E = axial own surface cooling

A Length of stator package

% Rotational speed number = number of poles e.g. 2 = 2 poles’

15.2 Description

The direct current motor type d-G*Z 9** is designe
,d*“. The motor enclosure consists of a seamless stee
shields.

The motor is equipped with a separately cer if d e

Safety “e” (BVS 13 ATEXE 105 U or;B/\/ 14

Flameproof Enclosure "d” (BV,S;’?1.2/,'B}
A A A

15.3 Parameters L ,/?/'f/

Electrical parameters
Circuits of the rotating elé¢
Rated voltage 11/
Rated power Lo
Rated rotational speed //

Duty type gy
Monitoring circuits

(S1 external cooling, S2 ahd'Sé) ‘.

Temperature sensors (ptc thermistors) /////// /A / PECifi
e pr-/cri%’if' unit
yassign/ /17711177 //
Bimetal switch Ac,cgsraln';cf,tb"_,th'é;z’_sfpépj/ié,anpn
certificate of the trigger unitar ;ig
design////////////111/ /000
Unax =250/ VAC oder - or 24/48 V
il /7/ /2B A/ )/ /i

Ambient temperature range, temperature class, gas group and surface tem erature

The electrical data, the temperature class and the ambient temperature range of the respective
version is determined by a routine test carried out by the manufacturer. The marking of the gas
Group IIA, 1IB or lIC depends on the type of the painting.

The ambient temperature range is -20 °C up to +40 °C. A special electrical and thermal design
using suitable terminal boxes, materials and components allows extending this range up to
-60 °C up to +80 °C.
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(16) Test and Assessment Report

BVS PP 15.2118 EG as of 2015-07-06
(17) Special conditions for safe use ‘:;_ \ _.,4;;,{:';,

17.1  The dimensions of the flameproof joints are in parts other than the relevant mlnimum %,
maximum values of EN 60079-1:2007. For information on the dimensions of the ’f
flameproof joints contact the manufacturer. il

17.2 Fasteners with a screw quality of at least A2-70 have to be used for the closih )
flameproof enclosure. A related note has to be given in the manual of the compls
rotating electrical machine.

17.3 If the electrical machine will be cooled by forced ventilation, it has to be as
electrical machine can only run if the ventilation is running. £

17.4 If the motor type d-G*Z 9** is used for the gas Group IIC, the painti

17.5 If the motor type d-G*Z 9** is used for the gas Group IIA/II
must not be thicker than 2 mm according table 8 (EN

We confirm the correctness of the translation frgm
In the case of arbitration only the German wordmg éh

DEKRA EXAM GmbH ,,3;‘;//,’//
44809 Bochum, 2015-07-06 _//j// /'///
BVS-Pz/Mu A 20110908 -~

Page 3 of 3 of BVS 15 ATEX E 066 X
This certificate may only be reproduced in its entirety and without any change.

((: DAKKS

e.ﬁ
DIt 17008 61 m

DEKRA EXAM GmbH, Dinnendahlstrasse 9, 44809 Bochum, Germany,
telephone +49.234.3696-105, Fax +49.234.3696-110, zs-exam@dekra.com



